‘AVCON’ 2-Way Double Eccentric, High DIMENSIONS INmm.

DATA SHEET
Performance, Wafer type Butterfly Valves BFV-4326B 2 0
with Quarter Turn Pneumatic Actuators.
SPECIFICATIONS  Design Wafer Type as per
ASME B 16.34, API 609.
Sizes : 50mm(2") to 600mm (24") _ _
Face to Face :API1 609, Cat. B.
Testing & Inspection : In accordance to ISO 5208/ -
API 598 / EN 12266-1 s
Pressure Temp. Rating : As per ASME Class 150. g
. . . ~ ISR.NO. DESCRIPTION MATERIAL
Pressure Rating : Body ASME Class 150 holding o o —
between ﬂanges_ ASTM A351 Gr.CF8,/CF8M/CF3M
. 2 DIsC ASTM A351 Gr.CF8/CF8M/CF3M
Bodies : CS-ASTM A216 Gr. WCB (DIN 1.0619) 3 [sear PIFE/RPTFE
(GS _C_25) SS_ ASTM A351Gr CF8M 4 |RETAINER RING IS 2062 Gr.B/SS316/55304
(DIN 1.4408)(GX6 Cr. Ni. Mo1810) e e e bl
SS-ASTM A351 GFCFS (D|N 1 4301) 7 |DISC PN $S316/55304/55410/17-4PH
Shaft : SS- 316 /SS 304/SS410/17-4Ph S B ::;’;‘/‘SESW/MO
glsc’[' : ISD?';ZAES/TIQAPAF?:SE’I Gr.CF8 or CF8M. 10 | GLAND FLANGE ASTM A351 Gr.CF8,/CFBM/CF3M
ea |ng ASTM A216 Gr.WCB
Stem Packing : PTFE / RPTFE | ‘ i_laewor prog P / e
End Connection : Suitable for holding between the | / —] e m,) sfft'ﬁ/ e
flanges of ASME B 16.5 CI. 150. 14 |SNAP RING SPRING STEEL
Leakage : Tight shut-off. Class-VI. Sales points : Highly reliable, long life, simple in 15 _JEND NUT CARBON STEEL/STANLESS STEEL
I . . o 16 | GASKET (BOTTOM) PTFE / RPTFE
Characteristic : On-Off. construction and maintenance free 17 oA s ssat
Actuator : Double Acting-‘D’ valve. Investment casted / machine 18_[HEX. NUT ss3t6
Single Acting-'S’ moulded Body and Disc, Machined o G VAN
Pneumatic supply Pres.: For Double Acting Actuator - on In-House CNC Machining facility. 21 | SPRING WASHER SPRING STEEL
signal pressure - 3 to 8 bar. Ensures easy replacement of 2 :gxn — ::;A;.g. G2 /or oM
For Spring Return Actuator - components. Field Proven, highly 24 rorsnon AT/
signal pressure - 3 to 8 bar(use reliable Valve and Actuator
AVCON Namur Solenoid valve) P
. ) . - combination.
Manual Operation : Can be provided as additional C . .
Application : For Air, Water, Oil, Gas, some
feature. Chemicals. Low pressure steam PRESSURE / TEMPARATURE FLOW CHARACTERISTICS
Accessories : Air Lock Relay, Valve Positioner ) p ‘ M " AS PER ANSI B 16.34 100 AVERAGED FOR FLOW IN_EITHER DIRECTION
(P to P), Valve Positioner( E to P), VaIv_e can be used on qmbushon
Positioner Indicator, Rotary Limit Equipments, Power Stations, S %
Switches, Proximity Switches, Chemicals, PetFO-Chemlcals, s & 80
Solenoid Valves etc. Pharmaceuticals and Textile Z 5
ACTUATOR : Refer to Specification table, Process Industries, Water sraniless steeL sdoes =
For further details of Actuators, Treatment, ROP systems etc. o / g
refer to Actuator leaflet. daRBON STEE| BODIHS %
TN 5 o
&5 k % 30
2 \\ S 2
w w
g a 10
L —
SPECIFICATION TABLE 0 100 200 250 0 10 20 30 40 50 60 70 80 90
- - TEMPARATURE °C DISC POSITION - DEGREES OPEN
» Flow ) Opening Air consumption
Catalogue Size Osrzle(ée Factor g\rlggztlr% Actuator Model Time Litres
Number Kv. Seconds Single Double
Inch| mm | mm | Mmihr. Bar Double | Single |Double| Single |Open | Close | Open | Close DIMENSIONS IN (MM)
4326B50xACT-063DXACT-063S | 2 | 50 | 35 91 20 |ACT-063D| ACT-063S | 03 | 03 | 02 | 02 | 03 | 03 Catalogue Size A 5 © D E Wt Kgs. (Approx.)
4306B65XACT-75DXACT-0758  |21/2| 65 | 50 | 138 20 |ACT-075D| ACT-0755 | 0.3 | 035 | 03 | 03 | 05 | 05 N UEET Inch | mm Double | Single | Double | Single | Double | Single | Double | Single
4326BBOXACT-75DXACT-075S | 3 | 80 | 58 | 186 20 |ACT-075D| ACT-0755 | 0.3 | 035 | 03 | 03 | 05 | 05 SR DECT BT 65 2 0 -3 @o | 2l 20 [ (e £2 2 S S
4326B100xACT-100-DXACT-115§ 368 c CT-1155 | 0 08 | 0 12 | 11 | 18 A326BOSXACT 7SDXACTO7SS | 2172 | © s 76 | 316 | 316 | 221 | 21 | 97 i 65 | 73
XACT-100DxACT-115§ 4 | 100 | 82 20 |ACT-100D| ACT-T158 | 05 | O i : : 4326BB0XACT-75DXACT-0758 3 80 | 48 | 80 | 327 | 327 | 221 | 221 | 97 | 97 | 82 9
4326B125xACT-115DXACT-115S| 5 125 | 110 658 20 ACT-115D | ACT-115S 0.7 0.8 1.2 1.2 1.8 1.8 4326B100xACT-100xDXACT-115S 4 100 54 110 379 493 290 312 122 132 141 17.4
4326B150xACT125-DXACT-1258| 6 | 150 | 132 | 1068 20 |ACT-125D| ACT-125S | 0.9 | 1.1 | 15 | 15 | 23 | 23 4326B125xACT-115DXACT-1158 5 125 57 130.5 | 418.5 | 4185 | 312 132 312 132 16.9 | 183
4326B200xACT145DXACT-160S | 8 | 200 | 185 | 2137 20 |ACT-145D| ACT-160S | 1.2 | 17 | 38 | 38 | 49 | 49 4326B150xACT125DXACT-1255 6 150 57 152 446 | 446 368 149 | 368 149 | 245 | 269
4326B250xACT-190DXACT-190S| 10 | 250 | 232 | 3417 20  |ACT-190D| ACT-190S | 2 22 | 43 | 43 | 69 | 69 AL ATV R CTHIETS g 20 £ I S S ua HEt 2 168 il i
4326B250xACT-190DXACT-190S 10 250 71 210 580 580 550 215 550 215 55.9 | 64.5
4326B300XACT-190DXACT-240S | 12 | 300 | 278 | 5000 20  |ACT-190D| ACT-240S | 2 35 | 43 | 43 | 69 | 152 T e TR P N 5 AN T = o = o = 1 D
4326B350xACT-210DXACT-240S| 14 | 350 | 299 | 6323 20 |ACT-210D| ACT-240S | 2.7 4 59 | 59 | 95 | 152 4326B3504ACT-210DXACT-240S 14 350 92 263 | 6845 | 732 620 236 691 261 | 1185 | 1555
4326B400 x ACT-240DXACT270S| 16 | 400 | 353 | 8270 20  |ACT-240D| ACT270S | 35 | 45 | 95 | 145 | 10 | 214 4326B400xACT-240DXACT-270S 16 400 102 | 3005 | 782 | 822.5 | 691 261 743 204 | 1785 | 221
4326B500 x ACT-300DXACT300S| 20 | 500 | 447 | 12132 20 |ACT-300D| ACT-300S | 4.5 | 55 | 115 | 17 12 24 4326B500xACT-300DXACT-300S 20 500 127 381 903 903 760 760 335 335 278 323
4326B600 x SYA-300DXACT300S| 24 | 600 | 542 | 14047 | 20  [SYA075-350/SYA-I004508RA| 7 8 13 19 | 14 | 26 AL R AL T 600 154 421 820 | 860 | 1454 | 2187 | 325 35 | 497 | 785

* Weight given only WCB Valves.
Note: For regulating duty disc can only be positioned between 20° to 70° opening for controlling * OPEN TOLERANCE + 3 ALL OVER




I\ \ D ° 4326 / 4328 SERIES
SVCON BUTTERFLY VALVES
WITH PNEUMATIC ACTUATORS.

Our Other
Product Range

Approved

4322k  4324A 43228 42298

ED.12.2025

NOTE:-Exploded view may change according to Size.

BUTTERFLY VALVE

o DESCRIPTION MATERIAL
1 |BODY ﬁgm ol g: g%?CFSM/CFSM
2 |pisc ASTM A351 Gr. CF8/CF8M
o 3 [sEAT PTFE / RPTFE
4 |RETAINERRING IS 2062 Gr.B/SS316/SS304
5 |STEM SS304/SS316/SS410/17-4PH
6 |DISC SPACER sS316
o/ 7 [DiscPIN 17-4PHISS316/SS304/SS410
8 |DUBEARING MS+PTFE
9 |GLAND SS410/SS316/55410
10 |GLAND FLANGE ASTVI ASE1 O ROICFBMIGE M
o| 11 [CHEVRON PACKING PTFE / RPTFE
12 |BASERING sS316
13 [BUSH (BODY) PTFE / RPTFE
14 |SNAP RING SPRING STEEL
15 |END NUT CARBON STEEL/STAINLESS STEEL
o| 16 |GASKET (BOTTOM) PTFE /RPTFE
17 |GLAND STUD SS316
18 |HEX NUT sS316
19 |BRACKET CARBON STEEL/STAINLESS STEEL
20 |STUD (BRACKET) ASTM A193 Gr. B7 / B8M
21 |SPRING WASHER SPRING STEEL
22 |HEX NUT ASTM A194 Gr. 2H / B8
23 |HEX SOCKET HEAD CAP SCREW |SS 316
24 |NAME PLATE SS 304
25 |DRIVE SCREW SS 304

Note:

o SUGGESTED SPARES FOR MAINTENANCE

Technical specifications, details & dimensions are subject to change without prior notice.
Dimensions in the table are approximate subject to final confirmation by AVCON.

ACCESSORIES

Filter Regulator with Gauge Rotary Valve Positioner.

'$B-200 Rotary Limit Switch/

$B-300 Rotary Limit Switch/
Proximity Switch Box

Proximity Switch Box

Manual Gear Operator.

-

N

3/2 & 5/2 Way convertible Namur
base Single Solenoid Valve.

Valve.

- 4
FRG-7700 VPP/EVP RLSIRPS RLSIRPS [MHG  [W R485E-R385E R472E

®
JdVCON

Manufactured by:

AVCON CONTROLS PVT.

Plot No. 65, Road No.13, MIDC Marol, Andheri (East), Mumbai - 400 093 (INDIA).

Phone: +91-22-6915 6100.

LTD.

Email : avcon@avconcontrols.com / acplmumbai.sales@avconcontrols.com

Website : www.avconcontrols.com

——=o WESTERN e
Mumbai
Plot No. 65, Road No. 13,
MIDC Marol, Andheri (East),
Mumbai - 400 093

Pune Baroda

Plot No. T 108, MIDC Bhosari, 307, Mangaldeep Complex,
Pune - 411 026. Samp Colony, Prod
Maharashtra (INDIA). Baroda - 390 005.

ivity Road,

3/2 & 5/2 Way convertible Namur
base poppet type double Solenoid

@

——=o EASTERN e
Kolkata
Marshal House, Room No- 720,
7th Floor, 33/1, N.S. Road,
Kolkata- 700 001.

Chennai - 600 058
Tel.No.: 044-4807 4107 / 089393 12809
E-mail : acpl bai.sales@; Is.com

(Near JNTU College Metro Station,)

Hyderabad - 500085.

Tel.No.: 7995086416

E-mail : acpll bai.sales@, Is.com

Tel.No.: 022-6915 6100/ 83909 17431 Tel.No.: 020-2712 0776 / 2712 0540 Tel.No.: 022-6915 6100 / 83909 17431 Tel.No.: 033-4068 1180/ 77109 00889

E-mail : i.sales@ Is.com  E-mail : acpli bai.sales@ Is.com E-mail : acy i.sales@ Is.com E-mail : acpli bai.sales@; Is.com
——=o SOUTHERN —e NORTHERN

Chennai Hyderabad Bangalore New Delhi

No. 249, First Floor, Tiny Sector SSR ENCLAVE, Plot No. 81, Road No.4, Tel.No.: 084312 56574 Unit No. 708, 7th Floor, 94

Ambattur Industrial Estate, Vasanth Nagar, Nizampet X Roads E-mail : I bai.sales@ Is.com Meghdoot, Nehru Place,

New Delhi - 110019
Tel.No.: 011-42639736 / 88282 69844
E-mail :

I bai.sales@ Is.com
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